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DATE:
NOVEMBER 18, 2016

6 Hancock Chenault Coralberry, 5 Gal |0 Purple Pavement Shrub Rose, 5 Gal 1
7 Purple Pavement Shrub Rose, 5 Gal 4 Serbian Spruce, 8' Ht, B&B JOB NUMBER:
1 7
| Purple Pavement Shrub Rose, 5 Gal 600
|
DESCRIPTION:
o LANDSCAPE
PLAN
SHEET
CONTRACTOR IS REQUIRED TO CONTACT DIGGERS HOTLINE TOLL NOTE:
EXISTING UNDERGROUND UTILITY INFORMATION WAS OBTAINED FROM AVAILABLE RECORDS. THE ENGINEER MAKES
FREE TO OBTAIN LOCATION OF UNDERGROUND UTILITIES PRIOR TO NO GUARANTEE AS TO THE ACCURACY OF THIS INFORMATION. VERIFICATION TO THE SATISFACTION OF THE
COMMENCING THE WORK. WISCONSIN STATUTE 182.0715 REQUIRES CONTRACTOR OF ALL UNDERGROUND UTILITIES, WHETHER OR NOT SHOWN ON THE PLANS, SHALL BE ASSUMED AS e —
MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE. A CONDITION OF THE CONTRACT. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES 0 20 40 80 .

BETWEEN LOCATION OF UTILITIES IN THE FIELD AND LOCATIONS SHOWN ON THE PLANS.




GENERAL LANDSCAPE NOTES

THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLETE COORDINATION OF PLANTING
OPERATION AS WELL AS OTHER CONTRACTED WORK, WITH THE OTHER CONTRACTORS ON THE JOB. REPAIR
OF DAMAGE TO THE PLANTS, GRADE, LAWNS, ETC., DURING INSTALLATION SHALL NOT BE CONSIDERED AS
AN EXTRA, AND NOT CHARGEABLE TO THE OWNER. DAMAGE CAUSED BY OTHER CONTRACTORS SHALL BE
THE RESPONSIBILITY OF SAID CONTRACTOR.

THE CONTRACTOR SHALL, AT ALL TIMES, KEEP THE PREMISES FREE FROM ACCUMULATION OF WASTE
MATERIAL, SOIL AND/OR RUBBISH CAUSED BY HIS EMPLOYEES OR WORK. CONTRACTOR SHALL CLEAN
BEHIND HIS WORK IMMEDIATELY AND SHALL TAKE NECESSARY PRECAUTIONS TO KEEP CONCRETE, BRICK
AND OTHER PAVING MATERIAL CLEAN OF SOIL.

MATERIALS PLANTED AND DAMAGED OR DESTORYED BY ANY PHENOMENA CONSIDERED AS AN ACT OF GOD,
E.G., VANDALISM, WIND, FIRE, FLOOD, FREEZE, THEFT, RAIN, HAIL, ETC., SHALL BELONG TO THE OWNER
AND SHALL BE HIS RESPONSIBILITY. MATERIALS STORED ON-SITE AS YET NOT PLANTED ARE NOT COVERED
BY THIS CLAUSE AND ARE THE SOLE RESPONSIBILITY OF CONTRACTOR.

ALL PLANT MATERIALS FURNISEHD BY THE CONTRACTOR, UNLESS OTHERWISE SPECIFIED, SHALL BE NO. 1
GRADE OR BETTER IN ACCORDANCE WITH GRADES AND STANDARDS FOR NURSERY PLANTS AS DESCRIBED IN
ANSI 260.1 1996. LANDSCAPE ARCHITECT RESERVES ALL RIGHT TO DETERMINE ACCEPTABILITY OF PLANT
MATERIAL SUBMITTED FOR PLANTING.

ALL PLANTS SHALL BE PLANTED IN PITS, CENTERED AND SET ON SIX-INCHES OF COMPACTED TOPSOIL TO
SUCH A DEPTH THAT THE FINISH GRADE LEVEL, AT THE PLANT, AFTER SETTLEMENT WILL BE THE SAME AS
THAT AT WHICH THE PLANT WAS GROWN. ALL PLANTING AREAS SHALL RECEIVE ADEQUATE FERTILIZATION
WITH ’EASY GROW’ 3 YR. (1 OZ.) FERTILIZER PACKETS OR EQUIVALENT. GRANULAR FERTILIZERS WILL BE
ACCEPTED, BUT MUST BE APPROVED BY LANDSCAPE ARCHITECT. PLEASE SUBMIT SPECIFICATIONS.

APPLICATION RATES SHALL BE AS FOLLOWS:

TREES:
» 1-1/2" TO 3" CAL.: 2 PACKETS, ONE EACH SIDE
o  GREATER THAN 3”: ADD 1 PACKET PER 1” CAL. (L.E. 4”-4 PACKETS)

SHRUBS:
» 1 PACKET FOR EVERY 12" HEIGHT OR SPREAD. (SPACE EVENLY IF 2 OR MORE PACKETS REQUIRED)

PERFORM ALL WORK NECESSARY FOR INSTALLING SOD AND/OR SEED AS SHOWN ON THE DRAWINGS OR
INFERABLE THERE FROM AND/OR SPECIFIED, IN ACCORDANCE WITH THE REQUIREMENTS OF THE CONTRACT
DOCUMENTS.

IMMEDIATELY PRIOR TO SEEDING, THE GROUND SHALL BE SCARIFIED AND RAKED TO A FRIABLE FINE
TEXTURE. LAWN AREAS SHALL BE SEEDED WITH A MECHANICAL SPREADER AT THE RATE AS RECOMMENDED
FOR LOCAL CONDITIONS. AFTER SEEDING, ALL AREAS SHALL BE RAKED TO SATISFACTORILY COVER SEED,
AND THEN THOROUGHLY WATERED AND COVERED WITH TREATED SHREDDED PAPER MULCH OR STRAW
MULCH. THE METHODS OF SEEDING MAY BE VARIED BY THE CONTRACTOR BY HIS OWN RESPONSIBILITY TO
ESTABLISH A SMOOTH UNIFORM TURF. HYDRO MULCH EMBANKMENTS THAT EXCEED 1:4 SLOPES.

SEED SHALL BE TRUE TO SPECIE AS CALLED FOR ON THE SEEDING PLAN. ALL SEED SHALL BE DELIVERED
TO THE JOB SITE IN SACKS PLAINLY MARKED AND CERTIFIED AS TO CONTENT.

SOD SHALL BE PLACED WHEN THE GROUND IS IN WORKABLE CONDITION AND TEMPERATURES ARE LESS
THAN 90 DEGREES FAHRENHEIT.

LANDSCAPE CONTRACTOR SHALL WATER SOD IMMEDIATELY AFTER INSTALLATION TO PREVENT EXCESSIVE
DRYING DURING PROGRESS OF THE WORK. AS SODDING IS COMPLETED IN ANY ONE SECTION, THE ENTIRE
AREA SHALL BE ROLLED. IT SHALL THEN BE THOROUGHLY IRRIGATED TO A DEPTH SUFFICIENT THAT THE
UNDERSIDE OF THE NEW SOD PAD AND SOIL IMMEDIATELY BELOW THE SOD ARE THOROUGHLY WET.

THE LANDSCAPE CONTRACTOR SHALL VERIFY GRADES ESTABLISHED DURING FINIAL SOIL PREPARATION AS
BEING TRUE TO FINISH CONTOURS SHOWN, AND SHALL MAINTAIN SUCH AREAS UNTIL THE EFFECTIVE DATE
TO BEGIN SODDING AND/OR SEEDING OPERATION. IN SUCH INSTANCES WHERE A SPUIT RESPONSIBILITY
EXISTS BETWEEN GRADING AND GRASSING CONTRACTORS, IT SHALL BE THE RESPONSIBILITY OF THE
GRASSING CONTRACTOR TO MAINTAIN A SUITABLE GRADE FOR GRASSING ONCE HE HAS ACCEPTED THE
GRADE PROVIDED TO HIM. IN ALL CASES, THE GROUND SHALL BE HARD RAKED IMMEDIATELY PRIOR TO
BEING SODDED TO REMOVE ANY IRREGULARITIES IN THE GRADE.

LANDSCAPE/SITE NOTES

FIELD VERIFY ALL ELEVATIONS - IF THERE IS ANY MAJOR DISCREPANCY, PLEASE NOTIFY LANDSCAPE
ARCHITECT IMMEDIATELY.

o ALL BEDS SHALL BE SPADE EDGE UNLESS OTHERWISE NOTED PLAN.
o ALL PERRENIAL GROUNDCOVER BEDS SHALL BE AMENDED PRIOR TO PLANTING.
* WE WILL AMEND WITH PERMA MATRIX FOLLOWING DIRECTIONS ON BAG AND ADD WORM CASTINGS
OR COMPOST TO THE DEPTH OF 2”
* WE WILL CULTIVATE ALL MATERIAL TO A DEPTH OF 8-10"
* |F THERE IS A SUBSTITUTE MEDIUM BY CONTRACTOR THOSE SPECIFICATIONS NEED TO BE
SUBMITTED TO LANDSCAPE ARCHITECT.
o ALL BEDS SHALL BE MULCHED WITH SHREDDED HARDWOOD MULCH (DOUBLE PREFERRED) UNLESS
OTHERWISE NOTED ON PLAN.
* TREES AND SHRUBS WILL HAVE 2" DEPTH - MEDIUM
* GROUNDCOVER AND PERRENIALS 1* DEPTH — MAXIMUM (OR DUSTING)
o IN PLANTING OF TREES
* TREES WILL ONLY BE STAKED IF WIND BECOMES A STEADY ISSUE
o ALL TREES AND LAWN AREAS SHALL HAVE A 4’ DIAMETER HARDWOOD MULCH RING.
o ALL AREAS ALONG HARDSCAPE LE., SIDEWALKS, PARKING LOTS, PATIOS, ETC. SHALL BE DOUBLE
SEEDED TO ENSURE A HEALTHY ESTABLISHMENT OF SEEDED LAEN ALONG THESE AREAS.
o  WHERE GRADES EXCEED 4:1 EROSION CONTROL FABRIC SHALL BE INSTALLED AND SECURED WITH
LANDSCAPE STAPLES.
* EROSION CONTROL FABRIC SHALL BE OVERLAPPED 3-4" WITH SEAM FACING DOWNHILL
o ALL SEEDED LAWNS SHALL BE:
* MULCHED WITH MATERIAL AS SPECIFIED IN PLAN
* SEEDED WITH REINDERS PREMIUM 50 OR EQUIVALENT AT THE RATE OF 5§ PER 1000SQFT
* MECHANICALLY SEEDED AND LIGHTLY RAKED IN BY HAND OR MACHINE
* STARTER FERTILIZER SHALL BE APPLIED AT THE RATE OF 10# PER 1000 SQFT
* PENN MULCH, STRAW OR HYDRO MULCH AREA AS SPECIFIED ON PLANS AND SPECIFICATIONS
o DURING THE PLANTING PROCESS ALL PLANFTS SHALL BE WATERED IN BY CONTRACTOR ONSITE AND
THE PLANTS SHALL THEN BE THE RESPONSIBILITY OF THE CONTRACTOR ONLY DURING THE DURATION
OF THE PLANTING.
* WATERING SHOULD OCCUR EVERY 3RD DAY TO ENSURE PROPER ESTABLISHMENT OF PLANTS
o ALL PLANTINGS SHALL BE DRENCHED WITH A ROOT STIMULANT OR EQUIVALENT UPON PLANTING TO
ENSURE PROPER ESTABLISHMENT.
o  WHEREVER THERE IS A DISCREPANCY BETWEEN QUANTITIES ON PLANT LIST AND QUANTITIES ON PLAN
— PLAN QUANTITIES WILL ALWAYS TAKE PRECEDENT.

GUARANTEE PERIOR FOR PLANT MATERIALS SHALL BE AS FOLLOWS:

LAWNS (SEED & SOD)* 3 MONTHS
GROUND COVER 3 MONTHS
SHRUBS 12 MONTHS
TREES 12 MONTHS

PERENNIALS, ROSES, JAPANESE MAPLES 90 DAYS FROM INSTALLATION

*(IF LAWN IS INSTALLED IN FALL AND NOT GIVEN FULL 90 DAYS OF GUARANTEE PERIODS, OR IF
NOT CONSIDERED ACCEPTABLE AT THAT TIME, CONTINUE GUARANTEE THE FOLLOWING SPRING UNTIL
ACCEPTABLE LAWN IS ESTABLISHED)

ALL SHRUB PLANTING BEDS TO BE LINED WITH A MINIMUM OF 2"-3” SHREDDED BARK MULCH (NO
PLASTIC LINERS). PLACE MULCH AT BASE OF ALL TREES (MINIMUM 4’ DIAMETER).

A 10/10/10 FERTILIZER MIXTURE SHALL BE APPLIED AT 20#/1000SF AND WORKED INTO THE LAWN BED
BEFORE SEEDING OR SODDING.

RECOMMENDED SEED MIX:
PREMIUM 60 GRASS SEED MIX — REINDER’S (262-786-3300) NO—MOW LOW GROW GRASS SEED MIX

20% AMERICAN KENTUCKY BLUE GRASS
20% ALPINE KENTUCKY BLUE GRASS
20% LANGARA KENTUCKY BLUE GRASS
20% VICTORY CHEWING FESCUE APPLY AT A RATE OF 175 POUNDS PER ACRE

10% FIESTA ILL PERENNIAL RYE GRASS REFER TO SUPPLIER SPECIFICATION AND INSTALLATION
APPLY AT A RATE OF 175 POUNDS PER ACRE CUT SHEETS FOR FURTHER INFORMATION.

REFER TO SUPPLIER SPECIFICATION AND

INSTALLATION CUT SHEETS FOR FURTHER INFORMATION.

45% SPARTAN HARD FESCUE
40% AZAY SHEEP FESCUE
15% TRANSIT ANNUAL RYE GRASS

PROPOSED TREES TO BE STAKED AS REQUIRED. VERIFY WITH LANDSCAPE ARCHITECT IF EXPOSURE AND
WIND CONDITIONS PREVALENT.

ANY SERIES OF TREES TO BE PLACED IN A PARTICULAR ARRANGEMENT WILL BE FIELD CHECKED FOR
ACCURACY. TREES OF SAME SPECIES TO BE MATCHED IN GROWTH CHARACTER AND UNIFORMITY. ANY
TREES MISPLACED WILL BE SUBJECT TO REJECTION.

UPON ACCEPTANCE OF THE LANDSCAPE INSTALLATION, THE LANDSCAPE CONTRACTOR SHALL SUPPLY THE
LANDSCAPE ARCHITECT WITH A COMPLETE AND ADEQUATE MAINTENANCE PROGRAM TO BE FOLLOWED
DURING AND AFTER THE GUARANTEE PERIOD. THE LANDSCAPE CONTRACTOR SHALL MAKE PERIODIC
INSPECTIONS OF THE JOB DURING THE GUARANTEE PERIOD TO DETERMINE IF PROPER MAINTENANCE IS
BEING GIVEN.

IT SHALL BE UNDERSTOOD THAT IN ACCORDANCE WITH THE TERMS OF THE GUARANTEE THAT THE
LANDSCAPE CONTRACTOR MUST PROMPTLY INFORM THE OWNER IF PROPER MAINTENANCE IS NOT BEING
GIVEN TO THE INSTALLATION. SUCH NOTICE SHALL BE IN WRITING, OUTLINING CORRECTIVE MEASURES TO
BE TAKE, WITH A COPY TO LANDSCAPE ARCHITECT. AT ANY TIME DURING THE GUARANTEE PERIOD, THE
LANDSCAPE CONTRACTOR SHALL BE REQUIRED TO REPLACE ALL PLANTS THAT ARE DEAD OR IN
UNSATISFACTORY CONDITION OF GROWTH. ALL REPLACEMENT PLANTS SHALL BE OF LIKE SIZE AND KIND OF
THE PLANTS REMOVED. ANY SEED AREAS OVER ONE FOOT SQUARE ARE NOT COVERED BY TURF SHALL BE
RESEEDED BY THE CONTRACTOR. ANY SEED AREAS OVER ONE FOOT SQUARE THAT ARE DEAD OR DYING
SHALL BE REPLACEMENTS INCLUDED WITHIN THE GUARANTEE SHALL BE AT THE LANDSCAPE CONTRACTOR’S
EXPENSE.

ANY ALTERATION TO THE LANDSCAPE PLAN WILL BE SUBMITTED TO THE PROJECT MANAGER FOR APPROVAL
BY THE LANDSCAPE ARCHITECT.

LANDSCAPE CONTRACTORS ARE RESPONSIBLE FOR MAKING SURE ALL TREE BALLS ARE MOIST AT THE CORE,
WHEN TREES ARE INSTALLED.

LAWN EDGES THAT ABUT PARKING LOTS WITH NO CURBING SHALL BE DOUBLE SEEDED TO A WIDTH OF 5’.

PRE-EMERGENCT HERBICIDE (TREFLAN OR EQUIV.) TO BE APPLIED TO ALL PLANT BEDS PRIOR TO PLANTING
FOR NOXIOUS WEED CONTROL.

THE QUANTITIES INDICATED ON THE MATERIAL SCHEDULE ARE PROVIDED FOR THE BENEFIT OF THE
CONTRACTOR, BUT SHOULD NOT BE ASSUMED TO ALWAYS BE CORRECT. IN THE EVENT OF A DISCREPANCY,
THE PLANTING PLAN WILL TAKE PRECEDENCE OVER THE MATERIAL SCHEDULE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR HIS OWN QUANTITY CALCULATION AND THE LIABILITY PERTAINING TO THOSE QUANTITIES
AND ANY RELATED CONTRACT DOCUMENTS AND/OR PRICE QUOTATIONS.

**PLANT MATERIA . Pt PLAN Al MAIUR

AT LEAST SEVENTY-TWO HOURS PRIOR TO ANY EXCAVATION, CONTRACTOR SHALL VERIFY UTILITY LOCATION
AS GIVEN BY THE ELECTRIC, GAS, TELEPHONE, WATER, SEWER, AND CABLE TELEVISION COMPANIES,
UTILITIES, OR ENTITIES. REVIEW WITH OWNER’S REPRESENTATIVE SITE MECHANICAL, SITE ELECTRICAL AND
LIGHTING. SITE GRADING AND DRAINAGE, SITE IRRIGATION AND ALL OTHER DRAWINGS PERTAINING TO
UNDERGROUND UTILITY LOCATIONS RECORD SET OF INFORMATION THE SAME AS IN POSSESSION OF
OWNER’S REPRESENTATIVE. ALSO REVIEW OWNERS "MARK SETS” OF ALL OF THESE DRAWINGS IN
POSSESSION OF THE CONTRACTOR OR OWNER. MARK ALL SUCH UTILITIES ON THE SITE PRIOR TO
COMMENCING. COORDINATE WITH OWNER BEFORE AND DURING CONSTRUCTION. REPAIR ANY DAMAGE TO ANY
SYSTEM THAT IS CAUSED BY LANDSCAPE CONTRACTOR AT NO COST TO OWNER.

DEVIATIONS FROM THESE PLANS SHALL BE NOTED ON THE RECORD DRAWING BY THE CONTRACTOR AND
ONLY WITH PRIOR APPROVAL OF THE LANDSCAPE ARCHITECT AND OWNER’S REPRESENTATIVE. VERBAL
AGREEMENTS OR REVISIONS WITHOUT A CHANGE ORDER WILL NOT BE RECOGNIZED BY THE LANDSCAPE
ARCHITECT AND OWNER.

ALL PLANTS MUST BE BID AND SELECTED PER THE SPECIES SPECIFIED ON THE PLANS. THE SIZES OF THE
PLANT MATERIAL LISTED HEREIN IS A MINIMUM ACCEPTABLE SIZE. ADDITIONALLY, IF EXCESSIVE PRUNING
REDUCES THE CROWN, THE PLANT SHALL BE REPLACED.

PROTECT PUBLIC FROM CONSTRUCTION WITH BARRIER AND BARRICADES.

ALL AREAS THAT WERE DISTURBED DURING CONSTRUCTION AND ARES NOT COVERED WITH PAVEMENT,
BUILDING, PLANTING BEDS, OR TREE PITS ARE TO BE TOP SOILED 4°-6 DEEP (MIN.) AND SHALL BE
SODDED/SEEDED WITH SPECIFIED LAWN GRASS. LANDSCAPE CONTRACTOR SHALL INCLUDE COST PER
SQUARE YARD FOR ADDITIONAL SEED OPERATION AS MAY BE POSSIBLY REQUIRED TO REESTABLISH
ADJACENT TURF GRASS AREAS WHICH MAY BECOME DAMAGED DURING THE CONSTRUCTION PROCESS OR TO
REPAIR DAMAGE DONE BY OTHERS.

CONTRACTOR IS RESPONSIBLE FOR FURNISHING ALL MATERIALS, TOOLS, EQUIPMENT, LABOR AND PLANTS
NECESSARY FOR PROPER PLANTING AND INSTALLATION OF ALL LANDSCAPE MATERIAL.

CONTRACT IS RESPONSIBLE FOR ALL ESTIMATING AND BIDDING. ALL AREAS, QUANTITIES, AND MATERIALS
SHOULD BE FIELD VERIFIED WITH SITE CONDITIONS.

WHERE DISCREPANCIES OCCUR BETWEEN THE LANDSCAPE PLANS AND/OR ARCHITECTURAL AND/OR THE
CIVIL DRAWING (AND ANY OTHER SITE DRAWINGS) THE DISCREPANCIES MUST BE BROUGHT TO THE
LANDSCAPE ARCHITECTS ATTENTION FOR COORDINATION AND RESOLUTION.

ALL DISEASED, NOXIOUS OR INAPPROPRIATE MATERIALS SHALL BE REMOVED FROM THE PROPOSED SITE
PRIOR TO THE START OF CONSTRUCTION AND DURING THE MAINTENANCE PERIOD.

GENERAL CONTRACTOR SHALL LEAVE THE SITE FREE OF CONSTRUCTION DEBRIS.

ALL LAWN AND PLANTING AREAS SHALL SLOPE TO DRAIN A MINIMUM OF 2% UNLESS NOTED OTHERWISE
AND REVIEWED WITH OWNER'S REPRESENTATIVE FOR FINAL APPROVAL.

FINISH GRADES FOR SHRUB AND GROUND COVER AREAS SHALL BE HELD 1” BELOW TOP OF ADJACENT
PAVEMENTS AND CURBS. UNLESS NOTED OTHERWISE ON THE PLANS. REFER TO PANTING DETAILS FOR
FURTHER INFORMATION.

ALL PERENNIAL, ANNUAL, AND GROUND COVER AREAS TO RECEIVE A BLEND OF ORGANIC SOIL
AMENDMENTS PRIOR TO PLANTING. TILL THE FOLLOWING MATERIALS INTO EXISTING TOPSOIL TO A DEPTH OF
APPROXIMATELY 8”. A DEPTH OF 12" IN TREE PITS. PROPORTIONS AND QUANTITIES MAY REQUIRE
ADJUSTMENT DEPENDING ON THE CONDITIONS OF EXISTING SOIL. REFER TO PLANTING DETAILS FOR
FURTHER INFORMATION:

PER EVERY 100 SQUARE FEET ADD:
- ONE - 2 CUBIC FOOT BALE OF PEAT MOSS
- 2 POUNDS OF 5-10-5 GARDEN FERTILIZER
- 1/4 CUBIC YARD OF COMPOSTED MANURE
—  PLANT STARTER OR OTHER COMPOSTED ORGANIC MATERIAL

*PREMIXED SOILS WILL BE ACCEPTED, I.E. PURPLE COW, SOIL-LIFE, ETC. PLEASE NOTIFY LANDSCAPE

ARCHITECT OF ALTERNATIVES USED.

ALL SHRUBS TO BE POCKET PLANTED WITH A 50/50 MIX OF PLANT STARTER AND EXISTING SOIL. INSTALL
TOPSOIL INTO ALL BEDS AS NEEDED TO ACHIEVE PROPER GRADE. REMOVE ALL EXCESSIVE GRAVEL, CLAY
AND STONES. REFER TO PLANTING DETAILS FOR FURTHER INFORMATION.

PLANT ALL TREES SLIGHTLY HIGHER THAN FINISHED GRADE AT ROOT FLARE. BACK FILL HOLE WITH 2/3
EXISTING TOPSOIL AND 1/3 PEAT MOSS. AVOID ANY AIR POCKETS, DISCARD ANY GRAVEL, CLAY OR
STONES. REFER TO PLANTING DETAILS FOR FURTHER INFORMATION.

ALL TREES TO BE INSTALLED, STAKED, GUYED ACCORDING TO DETAILS. REFER TO PLANTING DETAILS FOR
FURTHER INFORMATION.

ALL PLANTINGS TO BE WATERED AT THE TIME OF PLANTING THROUGHOUT CONSTRUCTION AND UPON
COMPLETION OF PROJECT AS REQUIRED.

WHERE SPECIFIED, ALL PLANT BEDS, PITS AND TREE RINGS ARE TO RECEIVE A MINIMUM OF 2”-3"
DRESSING OF SHREDDED HARDWOOD OAK BARK MULCH SHAVINGS (OR BROWN ENVIRO-MULCH) FREE OF
GROWTH, WEEDS, FOREIGN MATTER DETRIMENTAL TO PLANT LIFE OF GERMINATION INHIBITING INGREDIENTS.
LANDSCAPE CONTRACTOR TO PROVIDE A SAMPLE TO OWNER FOR APPROVAL. CONTRACTOR TO TAKE CARE
WITH INSTALLATION NOT TO DAMAGE OR COVER PLANTS. REFER TO PLANTING DETAILS FOR FURTHER
INFORMATION.

DURING THE INITIAL 30 DAY MAINTENANCE PERIOD, THE LANDSCAPE CONTRACTOR IS REQUIRED TO PROVIDE
AN ON-GOING PLEASANT VISUAL ENVIRONMENT WHEREAS ANY PLANT WHICH IS NOT RESPONDING TO
TRANSPLANTING OR THRIVING SHALL IMMEDIATELY BE REPLACED. NEW LAWNS SHALL BE WATERED AND
REPAIRED AND WEED MUSH CONSTANTLY BE REMOVED. NO EXCEPTIONS WILL BE GRANTED.

LANDSCAPE/SITE DEMOLITION CONTRACTOR TO VERIFY LOCATION OF EXISTING TREES AND SHRUBS TO BE
SALVAGED AND CLEARLY TAG THEM WITH MARKING TAPE AND CONSTRUCTION FENCE.

LANDSCAPE/SITE DEMOLITION CONTRACTOR TO VERIFY LOCATIONS OF EXISTING TREES AND SHRUBS TO BE
RELOCATED. ALL PLANT MATERIALS TO BE RELOCATED IS TO BE CLEARLY TAGGED WITH MARKING TAPE
MOVED BEFORE AND SITE DEMOLITION IS TO BEGIN.

DESIGN IRRIGATION SYSTEM TO BE DESIGNED FOR A OVERLAPPING ZONED SPRINKLER HEAD SYSTEM IN ALL
LAWN & ISLAND AREAS AND A DRIP SYSTEM FOR ALL FOUNDATION PLANTING AREAS.

CONTRACTOR NOTE:
BEFORE SITE GRADING AND DEMOUITION IS TO BEGIN FOR PROPOSED NEW PAVEMENT, THE AREA IS TO BE

STAKED AND ALL TREE AND SHRUBS THAT ARE TO BE PRESERVED ARE TO BE TAGGED BY LANDSCAPE
ARCHITECT AND RELOCATED BY LANDSCAPE CONTRACTOR. IF REQUIRED A TREE PRESERVATION PLAN WILL
BE PRODUCED AND COORDINATED WITH CITY STAFF. DEMOLITION CONTRACTOR TO COORDINATE WITH
LANDSCAPE ARCHITECT, OWNER AND LANDSCAPE CONTRACTOR.

CONTRACTOR IS REQUIRED TO CONTACT DIGGERS HOTLINE TOLL
FREE TO OBTAIN LOCATION OF UNDERGROUND UTILITIES PRIOR TO
COMMENCING THE WORK. WISCONSIN STATUTE 182.0715 REQUIRES

MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE.
CALL DIGGERS HOTLINE 1-800-242-8511

NOTE:

EXISTING UNDERGROUND UTILITY INFORMATION WAS OBTAINED FROM AVAILABLE
RECORDS. THE ENGINEER MAKES NO GUARANTEE AS TO THE ACCURACY OF THIS
INFORMATION. VERIFICATION TO THE SATISFACTION OF THE CONTRACTOR OF ALL
UNDERGROUND UTILITIES, WHETHER OR NOT SHOWN ON THE PLANS, SHALL BE
ASSUMED AS A CONDITION OF THE CONTRACT. THE CONTRACTOR SHALL NOTIFY
THE ENGINEER OF ANY DISCREPANCIES BETWEEN LOCATION OF UTILITIES IN THE

FIELD AND LOCATIONS SHOWN ON THE PLANS.
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TREE MITIGATION INVENTORY
TREE TYPE SIZE RANGE OF TREES REMOVED
DECIDUOUS DBH

POPLAR 6" - 30"
BASSWOOD 7" -10"
MAPLE 6" - 16"
HICKORY 20" - 26"
OAK 20" - 24"
CONIFER
PINE 6" - 25"
ASPEN 8"-22"
CEDAR o"-10"
SPRUCE 9"-18"
SECONDARY
ASH 5" - 32"
ELM 5"-24
BOX ELDER 6" - 8"

Listed below is the description of the required trees needed for the
replacement of the significant trees that have been removed from the

site:

TYPE

(DBH)

Deciduous 5”-7"

Conifers

8”_1 1 ”»
12”-or larger

10’ or taller

TREE LOCATE LEGEND

ABBREVIATION SPECIES TYPE

PINE
ASP
BASS
MAPL
HIK
NS
NM
WP
SPR
BSP
CEDR

Pine Tree
Aspen Tree
Basswood Tree
Maple Tree
Hickory Tree
Norway Spruce
Norway Maple
White Pine Tree
Spruce Tree
Blue Spruce
Cedar

(1) tree at 5”-7" or (3) trees at 2
%”_4”

(3) trees at 5”=7" or (9) trees at 2 §"-4"

(6) trees 5"-7" trees or (12) trees at 2
”_4”

(1) %iree that is 10’ or taller or (3) trees

that are 8'-10’ or (6) trees that are 6’-8’

NOTE

(S)SYMBOLIZES EXISTING TREE

SPECIES TO BE REMOVED
(TYPICAL)

<>SYMBOLIZES EXISTING TREE

SPECIES TO REMAIN
(TYPICAL)
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aty

Botanical Name

Common Name

Size |Root Cnd Comments- sizes noted

N

Acer platanoides

Norway Maple

7 16"

w

Picea abies

Norway Spruce

19" 19", 20", 22", 17"

Jany

Pinus strobus

White Pine

o5

...... 10"BASS
"""" N 10"BASS ~ 9"PINE z
10"PINE L
rBASS. PR i
——————————— ” f’fﬂ:::.:‘ff;::::______________-_----——--%ZBASS—;-'—--_—-*——--—_:_:_::::.:.-‘—“-" B
e 7 50’ GAS EASEMENT
________________________ e o e
............................... P eSS e
:::::::::::é_——-- ——————————————————————— g_——--———:-;"‘é."'—MAPEE- ——————————————————————————————————— . "PINE
7"BASS :
&
TREELINE (TYP.) M\\r 7"PINE
N Q@
. 12"PINE
......... &
e G 12"PINE
6"SPR
®
1M . INDICATES EXISTING
WETLAND AREA TO
5N ,.- A BE PROTECTED -
10"PINE Y < W W S 5"P|
6"PINE i
CysPR "
"PINE ’
ORK O
24"W
@ 19"NS a
GoNs
f -/
AN\
[ ] [ ] [ ] N |
o 1 G 16"'NM
"MAPL |7 im0
H
7'fIN
(2) 8'WS O O)
7PIN
4 S
PROPOSED RETAINING [
WALL (TYP.) 25"WP &
[ NS
[
17N
sl
2"NS
PROPOSED TREE
20"NS - |
LINE (TYP.) kPR I 1o R N s \ )
i S~—
)
r
15"RINE !
|
|
15"§IN TSSANE |,
|
15"PINE |, \ PROPOSED RETAINING
| WALL (TYP.)
/
)
NOTE:

CONTRACTOR IS REQUIRED TO CONTACT DIGGERS HOTLINE TOLL
FREE TO OBTAIN LOCATION OF UNDERGROUND UTILITIES PRIOR TO
COMMENCING THE WORK. WISCONSIN STATUTE 182.0715 REQUIRES
MIN. OF 3 WORK DAYS NOTICE BEFORE YOU EXCAVATE.

EXISTING UNDERGROUND UTILITY INFORMATION WAS OBTAINED FROM AVAILABLE RECORDS. THE ENGINEER MAKES
NO GUARANTEE AS TO THE ACCURACY OF THIS INFORMATION. VERIFICATION TO THE SATISFACTION OF THE
CONTRACTOR OF ALL UNDERGROUND UTILITIES, WHETHER OR NOT SHOWN ON THE PLANS, SHALL BE ASSUMED AS
A CONDITION OF THE CONTRACT. THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES
BETWEEN LOCATION OF UTILITIES IN THE FIELD AND LOCATIONS SHOWN ON THE PLANS.

TREE

TREE LABEL LEGEND

\Q _~— SPECIES
8"ELM

INDICATES

TYPE

30 60

{P.O. BOX 510125
MILWAUKEE, WI 53203
PHONE: (414) 962-1602
EMAIL: garlandalliance@gmail.com
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977 KOOPMAN LANE
ELKHORN, WI 53121

COMMUNITY BASED RESIDENTIAL FACILITY

GRAND HILL CASTLE
CITY OF NEW BERLIN, WISCONSIN
BY: MAGILL CONSTRUCTION COMPANY, INC.
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